
Autoclave door gasket for W&H LISA-
LARA-LINA-LYLA compatible

Autoclave door gasket compatible with W&H Lisa V131-17 and V131-
22, Lisa 300, Lisa 500 and Lisa Fast; Lara RIL-117 and RIL-122; Lina
17 and 22; Lyla 17 and 22.

Available

SKU: GU32WH
Categories: Autoclave door gasket

Description

Autoclave door gasket compatible with W&H Lisa, Lara, Lina and Lyla, made from medical grade LSR
silicone.

Compatibility (Original Ref. F460504X)

W&H Lisa V131-17
W&H Lisa V131-22
W&H Lisa 300
W&H Lisa 500
W&H Lisa Fast
W&H Lara RIL-117
W&H Lara RIL-122
W&H Lina 17
W&H Lina 22
W&H Lyla 17
W&H Lyla 22

Technical specifications

Material: medical grade LSR silicone, platinum cured*
Operating temperature: -60 °C / +250 °C
Guaranteed cycles: >500 sterilization cycles
Resistance to: saturated steam, vacuum cycles, neutral detergents
Production standard: ISO 13485
Biocompatibility: ISO 10993, USP Class VI
Warranty: 6 months
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*silicone vulcanisation process using a platinum catalyst*

Spare parts and accessories sold by Tecnomed Italia® S.r.l., unless otherwise stated, are compatible
replacement parts and are not original parts. The use of registered trademarks does not imply any
commercial relationship, licence or authorisation by the respective owners.

Euronda®, Faro®, Getidy®, Melag®, Dentsply Sirona (Sirona®), Midmark® (Newmed®), NSK®, Runyes®,
Galbiati®, Woson®, Yeson®, Fomos®, COLTENE® (SciCan®), Cefla® (Mocom®, Stern Weber®, Anthos®),
Tecnogaz®, Tuttnauer®, W&H® and Dental-X® are registered trademarks of their respective owners.
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