Comparative data sheet for intraoral cameras

AP1 9‘3.UT AP195 AP195W
Product code ! P :
e H
! f :
Functioning With PC Autonomous and/or with PC Autonomous and/or with PC
Sensor 1/4 SONY CCD 1/4 SONY CCD 1/4 SONY CCD
Resolution 720x480 1280x1024 1280x1024
Definition 2.0 Mp 2.0 Mp 2.0 Mp
Sensitivity/Luminosity (lum) 6 6 6
Automatic power off at rest ° ° °
Outputs USB 2.0 USB2.0 - VGA USB 2.0-VGA
Handpiece weight (gr) 50 45 80 (with transmitter)
Handpiece connection Cable Cable Wireless
Cable lenght (mt) 2,56 2,45 2,45
lllumination 6 led 6 led 6 led
Lens Fixed Fixed Fixed
Perspective angle 105° 105° 105°
Autofocus (mm) 3-50 3-50 3-50

Docking Station

USB 2 GB (up to 1000 images)

USB 2 GB (up to 1000 images)

Windows 7 (32-64 bit) -

Windows 7 (32-64 bit) -

Windows 7 (32-64 bit) -

Software Windows 8 - Windows 10 Windows 8 - Windows 10 - Vista Windows 8 - Windows 10 - Vista
Power supply USB 2.0 12 VDC / 24 VAC 12 VDC /24 VAC
Power supply for dental unit
(DE5.065) 12VDC / 24 VAC 12VDC /24 VAC
Warranty (months) 24 24 24

Communication and diagnostic equipment



